
Mounting Plate

• The Wall Bracket is to be installed vertically.
• The Wall Bracket can be mounted to either:
   Timber Stud Wall, or Masonry Wall

TM

Articulated Arm Range of Movement

Distance from Wall Side View

Technical Specifications

Flat Screen Wall Mount | Full Motion

TH-3270-UFM

50mm (2”)

Min.
155mm

(6.1”)

Max.
635mm

(25”)

180°

360°

180°

276mm
(10.86”)

203mm
(8”)

175mm
(6.89”)

350mm
(13.78”)

15mm (0.59”)

Ø10mm
(0.39”)

General Features

Dimensions

Tilt Adjustment

-10°
+20°

MAXIMUM LOAD:   50 kg (110 lbs)
DISPLAY COMPATIBILITY: Supports Displays with mounting hole configurations:
from 150mm to 805 wide (6” to 31.75”) and 140mm to 500mm high (5.5” to 19.75”).
FASTENERS:   All fasteners included.
WARRANTY:   Limited 10 years (parts and workmanship).

Max. display width at 90°
1020mm (40.18”)

73mm (2.87”)
offset from centre



PORTRAIT MODE

LANDSCAPE MODE

Horizontal Range of Movement

Front View 

Dimensions (continued)

Min. 150mm (6”)

Max. 805mm (31.75”)

Max.
500mm
(19.75”)

Min.
140mm

(5.5”)

+/- 5°
Horizontal Adjustment

+/- 5°
Horizontal
Adjustment

Display Mounting Range

Mounting Rail length, 860mm (33.86”)
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