
Media storage panel hinged for under desk & table

UNIVERSAL

Video conferencing
UNDER-DESK HINGED MEDIA PANEL AD-AC-PH

Digital Signage Mounting Solutions

10 Year Warranty

Secure video conference devices 
under your meeting table with 
easy access. Our hinged media 

panel affixes under the desk, 

out of sight, opening and even 

detaching for easy maintenance.

Available in black

8kg 
(17.5lb)

Removable panel

Universal 

mounting holes

Mounting area

Versatile panel

Security feature

Out of sight

Components can be 
attached & maintained offsite

Components connect 
with screws, cable ties, 
hook & loop 

394x268mm2

(15.5x10.6”2)
Double the area by mounting on both sides

• Sandwich devices inside
• Connect deep devices outside
• Fix devices both in & outside

Anti-tamper design via 
screw, cable tie, or padlock

Affix under desks or 
meeting tables



Atdec Uncover™ is where 
our infinite mounting 
possibilities become your 
specific mounting solutions.

Call us to discuss your next project

Media storage panel hinged for under desk & table

Ordering guide
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Hinged media storage panel

AD-AC-PH-B 8kg (17.5lb) Black

Atdec Code Capacity FInish

Quick service restaurant menu boards
Our modular range enables unlimited wall, 
ceiling, floor mount menu bords. Free your 
imagination and QSR fitout with Atdec.

Enclosed devices Both sides
Enclose devices to 54mm 
(2⅛”) depth sandwiched 

inside the panel

Reverse the panel if no 
devices will be secured 

internally 

Devices greater than 
54mm (2⅛”) depth will 
be secured externally 

Multi-devices may be 
secured to both sides of 

the panel as required

Exposed devicesReversed panel
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https://www.atdec.com/atdec-uncover?utm_source=team&utm_medium=brochure&utm_campaign=product&utm_term=&utm_content=awms-hxw

